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- Conn e c t 1 /2 ” elb ows (or male /female nip ples) to Fixing Valve 
- -in p reparation for th e h ot /cold water lin es . 
-  Pos tion f ixing valve into con crete d re cess area . 
  N ote: A lign “Front ” to fa ce bath or wash vessel . 
-  Mark an d drill  for 8 mm “dyna b olt ” or oth er ap p rop riate 
- -an ch oring b olt s (n ot sup plie d). 
-  Fix Flo orm ount Fixing Valve an d complete h ot an d cold water  
- -lin e conn e c tions . 
-  Ensure th e valve is level an d well  an ch ore d . 
-  T ighten “en d c aps” an d p er form water tes ting , an d ensure  
- -th ere are n o water leak s . 
-  Leave en d c aps , p ressure plate an d f ixing b olt s in th e valve to 
- -p rote c t th e threa ds until  f inal f it- of f.

-  Fix a 10 0 x50 mm min n og gin . 50 mm b elow th e top of th e 
- -jois t s in th e p osition wh ere th e f lo orm ount mixer is to b e 
- -lo c ate d (Fig .  1). 
-  N ote: th e f lo orm ount mixer has b e en sup plie d to suit a 
- - con crete ins tallation . S om e par t s n e e d to b e change d to suit 
- -a wo o den flo or. 
-  To suit wo o den flo oring , rem ove th e m 8x 25mm b olt s an d th e 
- -p ressure plate .  Using a 6 mm allen key, rem ove th e t wo 
- - conn e c tion f it ting s (O -ring seale d) an d repla ce with th e longer 
- -version (tighten well). 
-  Add th e Flo orm ount Mixer Adapte d Plate .  Repla ce th e 
- -Pressure Plate an d lo osely f it  th e M 8x4 0 mm b olt s (Fig .  2). 
-  N ote: th e sh or ter conn e c tion f it ting s an d M 8x 25mm b olt s will 
- -n ot b e re quire d . 
-  Add ap p rop riate elb ows or 1 /2 ” BS P nip ples to allow for h ot / 
- - cold water conn e c tions (n ot sup plie d). 
-  S e cure Flo orm ount Mixer Valve to cog gin using ap p rop riate 
- -wo o d screws (n ot sup plie d). 
-  N ote: “FRO NT ” to fa ce water vessel . 
-  Complete h ot /cold water conn e c tions .  
-  Ensure th e valve is level an d well  an ch ore d .

- O n ce all  water conn e c tions are ma de an d tes te d , f ill  in th e 
- -re cesse d area an d chann elling up to th e Fixing Valve with a 
- -m or tar mix . 
-  Af ter m or tar has set ,  seal th e area b et we en m or tar an d th e 
- -f ixing valve .

 * N OTE:

WO O D EN R ECE S S R EQ U IR EM EN T S

FI X ED A N D CO N N EC T ED VA LV E

FI X I N G A N D CO N N EC TI O N S ( WO O D EN)

 
 
 
ROUGH-IN INS TALL ATION GUIDE

Floormount Mixer Ins tallation Kit 
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FIXING AND CONNEC TIONS (FIG . 2 & 3)ROUG H IN ( WOODEN FLOOR)

BACK-FILLED RECE SS (FIG . 4)

(FI X I N G VA LV E )

  100mm MIN  

  50mm TYP  

  400mm  

  50mm  

NOGGIN

JOIST

JOIST

40mm
APPROX

TILE

GLUE

WATER
PROOF

19mm
PARTICLE

BOARD

END
CAPS

M8
BOLT

NOGGIN

JOIST
JOIST

H
O

T

C
O

LD

  50mm  

SCREW AND WASHER
(X 4) (NOT SUPPLIED)

END CAP (WITH SEAL)

FLOORMOUNT MIXER
ADAPTER PLATE

CONNECTING FITTING

FLOORMOUNT MIXER
VALVE BODY ELBOW (X2)

(NOT SUPPLIED)

COLDHOT

FRONT

FLOORMOUNT
MIXER VALVE

BASE PLATE

PRESSURE PLATE

NOGGINJOIST JOIST

M 8X4 0 B O LT

WOODEN FLOOR

AC S H EE T



Tapware is to b e ins talle d by a License d  
Plumb er in a ccordan ce with A S/ NZ S 350 0 :20 03 

Re comm en de d working water p ressure 3 0 0 -50 0 kpa . 
Ma ximum water temp erature is 65 deg .c .

sussextaps.com.au

NE W CONCRE TE FLOOR (PRE-POUR):
X X 

* To ins tall  the Floormount Fixing Valve a 50 mm s tep down 
- -(recess) is re quired in th e concrete sur fa ce where th e 
- -
- Th e recess area is to b e a minimum of 20 0 x 3 0 0 mm to allow 
- -
- - N ote: This c an b e a larger area if  unsure of exa c t m ounting 
- -p osition . 
Imp o r t a nt:  th e recess area is re quired to b e 50 mm deep an d 

E XIS TING CONCRE TE FLOOR:   X 

Cut 4 0 0 x 4 0 0 m m sec tion through concrete slab. 
- -
- Remove cut sec tion an d drill  for the appropriate con crete
- -‘tie-ro ds’ into side walls of c avit y. 
- Fit  ‘tie-ro ds’ an d p our con crete to create a 5 0 mm s tep down 
- -
- -
- H ot an d cold lin es c an b e chased into the rece ssed area by
- - cut ting a minimum 50 x 5 0 mm channel (Fig .  1).

- Connec t 1 /2 ” elb ows (or male /female nip ples) to Fixing Valve 
- -in p reparation for th e h ot /cold water lin e s . 

  N ote: A lign “Front ” to face bath or wash vessel . 
- Mark an d drill  for 8 mm “dyna b olt ” or oth er appropriate 
- -anchorin g b olt s (n ot supplied). 
- Fix Floormount Fixing Valve an d complete h ot an d cold water
- -lin e connec tions . 
- Ensure the valve is level an d well  anchored . 
- T ighten “en d c a p s” an d p er form water tes ting , an d ensure
- -there are n o water leaks. 

- -

- -rece ssed area an d channelling up to the Fixing Valve with a 
- -mor tar mix . 
- Af ter mor tar has s e t , seal the area b et ween mor tar an d th e
- -

CO N CR E T E R ECE S S R EQUIREMENTS

FI X ED A N D CO N N EC T ED VA LV E

FI X I N G A N D CO N N EC TI O N S
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CONCRETE FLOOR
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FIT- OFF INS TALL ATION GUIDE

Floormount Mixer Ins tallation Kit

- Prior to ins talling ,  ensure f lo or aroun d f ixing valve is 
- - completely seale d . 
-  Raise th e f lo orm ount cover f lange . 
-  Rem ove “en d c aps” an d retain if  re quire d . 
-  Conn e c t h ot an d cold h oses from Flo orm ount Mixer (a 
- -se con d p erson may b e re quire d to assis t). 
- - N ote:  th e h ose conn e c tion has a self sealing f it ting . N o 
- -sealant is re quire d . 
-  T ighten th e h ex nut s of th e h ose f it ting s using an 
- -ap p rop riate spann er (tighten well). 
-  C aref ully lower th e mixer to m e et th e p ressure plate . 
- - N ote:  “Front ” of Flo orm ount Mixer mus t fa ce th e bath  
- - or wash vessel .

-  A lign an d f it  sup plie d M 8 b olt s . 
-  B efore f ully tightening , allow water f low an d ch e ck for 
- -water leak s . 
-  T ighten M 8 b olt s an d ch e ck Flo orm ount Mixer is level .  
 - If  levelling is re quire d , lo osen M 8 b olt s an d a djus t levelling 
- -screws as re quire d . 
-  To complete th e ins tallation , lower th e cover f lange until  it 
- -m e et s th e f inish e d flo or sur fa ce . 
-  Ch e ck mixer f un c tion an d lo ok for any leak s .
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Floormount Mixer Ins tallation Kit

CONCRETE FLOOR

- - completely sealed. 

- Rem ove “en d c aps” an d retain if  re q uire d .
- Connec t h ot an d cold h oses from Flo o rmount Mixer (a 
- -second p erson may b e re q uire d to assist) . 
- - N ote:
- -sealant is re quired. 

- -appropriate spanner (tighten well). 
- Carefully lower the mixer to m eet the p ressure plate . 
- - N ote:  “Front ” of Flo o rmount Mixer mus t face the bath 
- - or wash ve ssel .

- -water leaks . 
- T ighten M 8 b olt s an d check Floormount  Mixer is level . 
- If  levelling is re quired,  loosen M 8 b olt s an d a djus t levelling 

- -screws as re quired. 

- -
- Check mixer f un c tion an d lo ok for any leaks .

FIT- OFF (CONCRE TE FLOOR)
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F/MOU NT MIXER

F/MOU NT W/ 
HAN DSHOWER

F/MOU NT W/ 
HAN DSHOWER

F/MOU NT W/ 
HAN DSHOWER

F/MOU NT MIXER 
STR AIG HT

F/MOU NT MIXER 
STR AIG HT

F/MOU NT MIXER

NOTE:  Handle 
must b e to the 

right- hand side 
of the mixer

NOTE:  Handpiece 
must b e f ixed 

to rear of 
the mixer 

b o dy.

NOTE:  Handpiece 
must b e f ixed 

to rear of 
the mixer 

b o dy.

NOTE:  Handpiece 
must b e f ixed 

to rear of 
the mixer 

b o dy.
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